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Proposed
Rock Armour

Existing primary seawall
to be raised by 500mm

Sunny Vale Holiday Camp

Proposed access point AT6. Refer to drawing No.
CH1701-LDA-ELS-XX-DR-LS-2206 for details.
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Existing primary seawall
to be raised by 500mm

Proposed
Rock Armour

Proposed coastal path
widening to 4.5m

Existing pedestrian crossing to be upgraded to Zebra crossing.
(refer to dwg no. CH1701-AMEY-HMK-XX-DR-CH-1218 for details)

Proposed coastal path
to tie into existing

Proposed coastal path
to tie into existing

Hortons Nose Nature Reserve

Proposed access point AT4. Refer to drawing No.
CH1701-LDA-ELS-XX-DR-LS-2204 for details.

Sunny Vale Holiday Camp
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RESIDUAL DESIGN HAZARDS
(The following information has been collected from Preconstruction
Information and the Amey CDM Hazard Management Process.)

RESIDUAL DESIGN HAZARDSRESIDUAL DESIGN HAZARDSRESIDUAL DESIGN HAZARDSRESIDUAL DESIGN HAZARDSRESIDUAL DESIGN HAZARDSRESIDUAL DESIGN HAZARDS

1. Statutory undertakers apparatus location within the vicinity of the

works.

Existing primary seawall
raised by 500mm to
finished level of 7.5m AOD

Proposed rock armour

Proposed litter bin

Proposed coastal path widening
25mm thick 6mm close graded asphalt concrete surface course
60mm thick binder course
150mm thick sub-base

Rain Garden. Refer to dwg No.
CH1701-AMEY-HGN-XX-DR-CH-0122 for details
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Area of flexible footway construction
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Proposed play area

Proposed toilet block
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Existing Coastal PathScheme chainage620

Existing primary seawall
raised by 750mm to
finished level of 8.0m AOD
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