
 
COSHH Assessment 

Premises: All Yards and Company Vehicles  Record No: CA001 

SUBSTANCE:  Diesel O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0) 151 350 459 
 
JOB DESCRIPTION:   Fuel for on-road diesel-powered engines. Fuel for use in offroad diesel engines, boilers, 
gas turbines and other combustion equipment 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Fuels, diesel, Distillates (FischerTropsch) C8-26 - Branched and Linear, Kerosine 
(Fischer Tropsch), Full range, C8-C16 branched and linear alkanes. 
 
 
Control Measures: 
Avoid breathing vapours or contact with material. Only use in well ventilated areas. Wash thoroughly after 
handling. Air-dry contaminated clothing in a well-ventilated area before laundering. Prevent spillages. Use local 
exhaust ventilation if there is risk of inhalation of vapours, mists or aerosols. Never siphon by mouth. 
Contaminated leather articles including shoes cannot be decontaminated and should be destroyed to prevent 
reuse.      Maintenance and Fuelling Activities - Avoid inhalation of vapours and contact with skin 
 
 
 

 
P.P.E. (Details / Type)  
Respiratory Protection 
Hand Protection 
Eye Protection 
Protective Clothing: Chemical resistant gloves/gauntlets, boots, and apron (where risk of splashing).   

 
Risk Phases: Safety Phases 
  
None Given 

  
None Given 

Hazard Statements: 
H226 Flammable liquid and vapour.  H227 Combustible liquid.  H304 May be fatal if swallowed and enters 
airways.  H315 Causes skin irritation.  H332 Harmful if inhaled.  H351 Suspected of causing cancer.  H373 May 
cause damage to organs or organ systems through prolonged or repeated exposure.  H401 Toxic to aquatic life.  
H411 Toxic to aquatic life with long lasting effects.    
Precautionary statements: 
 P210: Keep away from heat/sparks/open flames/hot surfaces. - No smoking. P261: Avoid breathing 
dust/fume/gas/mist/vapours/spray. P280: Wear protective gloves/protective clothing/eye protection/face 
protection. P301+P310: IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician. P331: Do NOT 
induce vomiting. P501: Dispose of contents and container to appropriate waste site or reclaimer in accordance 
with local and national regulations.    

 
First Aid: 
EYES: Flush eye with copious quantities of water. If persistent irritation occurs, obtain medical 
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attention 
SKIN: Remove contaminated clothing. Immediately flush skin with large amounts of water for at least 

15 minutes, and follow by washing with soap and water if available. If redness, swelling, pain 
and/or blisters occur, transport to the nearest medical facility for additional treatment. When 
using high pressure equipment, injection of product under the skin can occur. If high pressure 
injuries occur, the casualty should be sent immediately to a hospital. Do not wait for symptoms 
to develop. 

INHALATION: Remove to fresh air. If rapid recovery does not occur, transport to nearest medical facility for 
additional treatment. 

INGESTION: If swallowed, do not induce vomiting: transport to nearest medical facility for additional 
treatment. If vomiting occurs spontaneously, keep head below hips to prevent aspiration. If any 
of the following delayed signs and symptoms appear within the next 6 hours, transport to the 
nearest medical facility: fever greater than 101° F (38.3°C), shortness of breath, chest 
congestion or continued coughing or wheezing. Give nothing by mouth 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
Notes: 
Precautions for Safe Handling:  Avoid inhaling vapour and/or mists. Avoid prolonged or repeated contact with 
skin. When using do not eat or drink. Extinguish any naked flames. Do not smoke. Remove ignition sources. 
Avoid sparks. Earth all equipment. Properly dispose of any contaminated rags or cleaning materials in order to 
prevent fires. Use local exhaust ventilation if there is risk of inhalation of vapours, mists or aerosols. The vapour 
is heavier than air, spreads along the ground and distant ignition is possible. 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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Premises: All Yards and On-Site  Record No: CA002 

SUBSTANCE: Gasoil O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0)1469 571315 (24 Hours) 
 
JOB DESCRIPTION: Heating and fuel oil for industrial applications. 

 
Frequency and duration of exposure: Varies 

 

Hazardous Substances: Fuels, diesel, Fatty acids, C14-18 and C16-18-unsatd., Me ester, Fatty acids, C16-18 and 
C18-unsatd., Me esters, Naphthalene 
 

Control Measures: Do not handle until all safety precautions have been read and understood. Keep away from 
ignition sources such as heat/sparks/open flame – No smoking. Take precautionary measures against static 
discharge. Non-sparking tools should be used. Use only outdoors or in well-ventilated area. Do not breathe 
vapours or mists. Wear protective gloves/clothing and eye/face protection. Wash thoroughly after handling. 
Use good personal hygiene practices and wear appropriate personal protective equipment  

 
P.P.E. (Details / Type)  
Eye Protection: The use of eye protection that meets or exceeds EN 166 is recommended to protect against 
potential eye contact, irritation, or injury.  Depending on conditions of use, close fitting eye protection and a 
face shield may be necessary. 
Hand Protection: Chemical resistant gloves/gauntlets 
Body protection  :  Chemical resistant, boots, and apron (where risk of splashing).   
Respiratory Protection: Where there is potential for airborne exposure above the exposure limit an approved 
air purifying respirator equipped with Type A, organic gases and vapour filters (as specified by the 
manufacturer) may be used. 

 

Risk Phases: Safety Phases 
 R10: Flammable.  
R20: Harmful by inhalation.  
R38: Irritating to skin.  
R40: Limited evidence of a carcinogenic effect.  
R48: Danger of serious damage to health by prolonged exposure.  
R65: Harmful: may cause lung damage if swallowed  
R51/53: Toxic to aquatic organisms, may cause long-term adverse effects in the aquatic 
environment.  
R66: Repeated exposure may cause skin dryness or cracking. 

 None given 

Hazard Statements: 
H226: Flammable liquid and vapour  
H304: May be fatal if swallowed and enters airways  
H315: Causes skin irritation  
H332: Harmful if inhaled  
H351: Suspected of causing cancer  
H373: May cause damage to organs through prolonged or repeated exposure  
H411: Toxic to aquatic life with long lasting effects Repeated exposure may cause skin dryness or cracking.   
Precautionary statements: 
 P210 - Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking  
P260 - Do not breathe dust/fume/gas/mist/vapors/spray  
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P273 - Avoid release to the environment  
P280 - Wear protective gloves/protective clothing/eye protection/face protection  
P301 + P310 - IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician P331 - Do NOT induce 
vomiting 
 

 
First Aid: 
EYES: If irritation or redness develops from exposure, flush eyes with clean water. If symptoms 

persist, seek medical attention. 
SKIN: Remove contaminated shoes and clothing, and flush affected area(s) with large amounts of 

water. If skin surface is damaged, apply a clean dressing and seek medical attention. If skin 
surface is not damaged, cleanse affected area(s) thoroughly by washing with mild soap and 
water or a waterless hand cleaner. If irritation or redness develops, seek medical attention. 
Wash contaminated clothing before reuse. 

INHALATION: If respiratory symptoms or other symptoms of exposure develop, move victim away from 
source of exposure and into fresh air in a position comfortable for breathing. If symptoms 
persist, seek immediate medical attention. If victim is not breathing, clear airway and 
immediately begin artificial respiration. If breathing difficulties develop, oxygen should be 
administered by qualified personnel. Seek immediate medical attention. 

INGESTION: Aspiration hazard: Do not induce vomiting or give anything by mouth because this material can 
enter the lungs and cause severe lung damage. If victim is drowsy or unconscious and vomiting, 
place on the left side with the head down. If possible, do not leave victim unattended and 
observe closely for adequacy of breathing. Seek medical attention. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
NONE 
 
Notes: 
DANGER: Flammable liquid and vapour, May be fatal if swallowed and enters airways Causes skin irritation 
Harmful if inhaled Suspected of causing cancer May cause damage to organs through prolonged or repeated 
exposure Toxic to aquatic life with long lasting effects 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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Premises: Plant Yard, Red Scar Yard and On site  Record No: CA004 

SUBSTANCE: Weld Fume   
Emergency Contact Details:  01536 722100 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances:  
Chemicals in Weld fume 
 
Control Measures:  
RPE must be worn at all times while welding, local exhaust ventilation must be used to protect the atmosphere 
and other employees/third parties 
Gauntlets must be worn while welding 

 
P.P.E. (Details / Type)  
weld screen with airflow (RPE) 
Welders Gauntlets  
fire proof overalls 
safety boots - cat B3  

 
Risk Phases:  
 People that carry out welding and cutting have been identified as being an "at risk" group for occupational 
diseases arising from the exposure to dusts, gases vapours and fumes. The constituents of the fumes have a 
range of toxicities that, under the right conditions, can affect many parts of the body adversely. 
  
The main identified health effects are pneumonia, asthma, chronic obstructive pulmonary disease 
(COPD), lung cancer and metal fume fever (MFF) and lung function changes. 
 
Hazard Statements: 
Stainless steel fume is considered more harmful than mild steel fume as it contains chromium 
oxide (CrO3) and nickel oxide, which are both asthmagens and carcinogens - although there is a higher risk of 
lung cancer for all welders.  
Flu-like symptoms of “metal fume fever” are caused by short-term exposure to high fume concentrations. 
Metal fume fever is a temporary effect, however, prolonged and repeated exposure to welding fume is 
associated with the neuro physiological and psychological effects of manganism (due to inhalation of 
manganese fume); respiratory irritation, bronchitis and possibly pulmonary oedema (due to inhalation of ozone 
and nitrous oxides); and chronic obstructive pulmonary disease (COPD) including emphysema.  
Welders are known to be particularly susceptible to lung infections that can, in some cases, lead to pneumonia. 
Other health hazards include asphyxiation through using inert gases that reduce the amount of oxygen in 
enclosed spaces. 
 
 
Precautionary statements: 
 Control fume at source through local exhaust ventilation (LEV) or other engineering control equipment, or on-
tool extraction where possible – containment/LEV is unlikely to be feasible for outside work.  
 
• Enclosed spaces may also need general mechanical ventilation to remove fume and ensure oxygen levels are 
maintained.  
• Portable extraction units should be used where possible when on-gun extraction isn’t available – especially 
when working indoors. It’s important to make sure that the extraction inlet is positioned as close as possible to 
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the welding point.  
• Small bore high flow fume extractors can help remove fume when welding in tight corners.  
• Use of turntables can enable welding in a position where fume rises away from the face. 
 
 
 

 
First Aid: 
EYES: N/A 

 
SKIN: N/A 

 
INHALATION: Signs of exposure would only be shown over time, first aid would not be an issue 

 
INGESTION: N/A 

 
 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
Follow manufacturers instructions on the LEV and the airflow welding screen 
 
Further action required: 
Monitor the surrounding atmosphere 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
 
 
Due to the limited use of the product and providing appropriate PPE/RPE is supplied and used and this Coshh 

assessment is read, understood and complied with the risk is considered:- 
LOW MEDIUM HIGH 

Assessment by:   R.Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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Premises: All Yards and Sites  Record No: CA005 

SUBSTANCE: Oxygen, Compressed O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  0800 111 333 
BOC Priestley Road, Worsley M28 2UT 
JOB DESCRIPTION:  
Gas for welding & cutting applications on-site - Industrial and professional. Perform risk assessment prior to 
use. 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
Gases under pressure - Liquefied gas - H280: Contains gas under pressure; may explode if heated. 
 
Control Measures: 
A risk assessment should be conducted and documented in each work area to assess the risks related to the 
use of the product and to select the PPE that matches the relevant risk. The following recommendations should 
be considered.  

Keep self-contained breathing apparatus readily available for emergency use.  

Personal protective equipment for the body should be selected based on the task being performed and the 
risks involved.  

Refer to local regulations for restriction of emissions to the atmosphere. 

Do not eat, drink or smoke when using the product. 

 
P.P.E. (Details / Type)  
Wear eye protection to EN 166 when using gases. Guideline: EN 166 Personal Eye Protection. 
Wear working gloves while handling containers 
Guideline: EN 388 Protective gloves against mechanical risks 
Wear fire resistant or flame retardant clothing  
Guideline: EN 943 Protective clothing against liquid and gaseous chemicals, including liquid aerosols and solid 
particles. 
Wear safety shoes while handling containers 
Guideline: ISO 20345 Personal protective equipment - Safety footwear. 

 
Risk Phrases: Safety Phrases 
H270 May cause or intensify fire; oxidiser. 
H280 Contains gas under pressure; may explode if 
heated. 
R8 Contact with combustible material may cause 
fire. 
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Hazard Statements: 
H270: May cause or intensify fire; oxidiser. 
H280: Contains gas under pressure; may explode if heated. 

Precautionary statements: 
Prevention:  
P220: Keep/Store away from combustible materials. 
P244: Keep valves and fittings free from oil and grease. 
Response: P370+P376: In case of fire: Stop leak if safe to do so. 
Storage: P403: Store in a well-ventilated place. 
Disposal: None  

 
First Aid: 
EYES: Adverse effects not expected from this product  
SKIN: Adverse effects not expected from this product  
INHALATION: Move the exposed person to fresh air at once.  
INGESTION: Ingestion is not considered a potential route of exposure. 

 
 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
Users of breathing apparatus must be trained. Ensure operators understand the oxidisation hazard. 
 
Further action required: 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by: Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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Premises: All Yards and Sites  Record No: CA006 

SUBSTANCE: Propane O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  0800 111 333 
 
JOB DESCRIPTION:  
Used for Oxy Fuel cutting - Industrial and professional. Perform risk assessment prior to use. 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
Gases under pressure - Liquefied gas - H280: Contains gas under pressure; may explode if heated. 
 
Control Measures: 
A risk assessment should be conducted and documented in each work area to assess the risks related to the 
use of the product and to select the PPE that matches the relevant risk. The following recommendations should 
be considered.  

Keep self-contained breathing apparatus readily available for emergency use.  

Personal protective equipment for the body should be selected based on the task being performed and the 
risks involved.  

Refer to local regulations for restriction of emissions to the atmosphere. 

Do not eat, drink or smoke when using the product. 

 
P.P.E. (Details / Type)  
Safety eyewear, goggles or face-shield to ENI 66 should be used to avoid exposure to liquid splashes. Wear eye 
protection to EN 1 66 when using gases.  
Guideline: EN 1 66 Personal Eye Protection. 
Wear working gloves while handling containers  
Guideline: EN 388 Protective gloves against mechanical risks. 
Wear fire resistant or flame retardant clothing  
Guideline: EN 943 Protective clothing against liquid and gaseous chemicals, including liquid aerosols and solid 
particles. 
Wear safety shoes while handling containers 
Guideline: ISO 20345 Personal protective equipment Safety footwear. 

 
Risk Phrases: Safety Phrases 
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Hazard Statements: 
H220: Extremely flammable gas. 
H280: Contains gas under pressure; may explode if heated. 
 

Precautionary statements: 
 Prevention: P21 0: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No 
smoking. 
Response: P377: Leaking gas fire: Do not extinguish, unless leak can be stopped safely. P381 : In case of 
leakage, eliminate all ignition sources. 
Storage: P403: Store in a well-ventilated place. 
Disposal: None. 
 
 

 
First Aid: 
EYES: Rinse the eye with water immediately. Remove contact lenses, if present and easy to do. 

Continue rinsing. Flush thoroughly with water for at least 1 5 minutes. Get immediate medical 
assistance. If medical assistance is not immediately available, flush an additional 1 5 minutes. 
 

SKIN: Contact with evaporating liquid may cause frostbite or freezing of skin. In case of frostbite spray 
with water for at least 1 5 minutes. Apply a sterile dressing. Get medical attention. 
 

INHALATION: In high concentrations may cause asphyxiation. Symptoms may include loss of 
mobility/consciousness. Victim may not be aware of asphyxiation. Remove victim to 
uncontaminated area wearing se f contained breathing apparatus. Keep victim warm and 
rested. Call a doctor. Apply artificial respiration if breathing stopped 
 

INGESTION: Ingestion is not considered a potential route of exposure. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
Users of breathing apparatus must be trained. Ensure operators understand the flammability hazard. 
 
Further action required: 
 
 
 
Notes: 
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Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by: Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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PREMISES: Plant Yard & On Site Record No: CA007 

SUBSTANCE: WD40 Multi Use Product (Aerosol) O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +49 (0) 700 / 24 112 112 
 
JOB DESCRIPTION: Corrosion Protection & Lubrication 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
Non declared 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Tight fitting protective goggles with side protection (EN 166). 
Hand protection: Protective nitrile gloves (EN 374) Minimum layer thickness in mm: >= 0,4 
Permeation time (penetration time) in minutes: >= 480 
The breakthrough times determined in accordance with EN 374 Part 3 were not obtained under practical 
conditions. 
The recommended maximum wearing time is 50% of breakthrough time.  
Protective hand cream recommended. 
 
 

 
Risk Phases: Safety Phases 
  
 
 
 

  

Hazard Statements: 
 
Danger 
 
H336-May cause drowsiness or dizziness.     
H222-Extremely flammable aerosol.   
H229-Pressurised container: May burst if heated.      
Precautionary statements: 
P101-If medical advice is needed, have product container or label at hand.   
P102-Keep out of reach of children. 
P210-Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.   
P211-Do not spray on an open flame or other ignition source.   
P251-Do not pierce or burn, even after use.   
P261-Avoid breathing vapours or spray.   
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P271Use only outdoors or in a well-ventilated area. 
P301+P310+P331-IF SWALLOWED: Immediately call a POISON CENTER / doctor. Do NOT induce vomiting.  
P312-Call a POISON CENTRE / doctor if you feel unwell. 
P405-Store locked up.   
P410+P412-Protect from sunlight. Do not expose to temperatures exceeding 50 °C. P501-Dispose of contents / 
container safely. 
EUH066-Repeated exposure may cause skin dryness or cracking. 
 

 
First Aid: 
EYES: Remove contact lenses. 

Wash thoroughly for several minutes using copious water. Seek medical help if necessary. 
SKIN: Remove polluted, soaked clothing immediately, wash thoroughly with plenty of water and 

soap, in case of irritation of the skin (flare), consult a doctor. 
INHALATION: Supply person with fresh air. 

Remove person from danger area. 
Respiratory arrest - Artificial respiration apparatus necessary. 

INGESTION: Rinse the mouth thoroughly with water. 
Consult doctor immediately - keep Data Sheet available. 
Do not induce vomiting. Danger of aspiration 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.   
Do not eat, drink or smoke while working.   
Good industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by: Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All SPUK Sites Record No: CA008 

SUBSTANCE: Kresto Special WIPES O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  National Poisons Information Service (UK) 0844 8920111 
 
Identified Uses: Wipes  

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: none 
 
 
Control Measures: The product is flammable. Heating may generate flammable vapours. 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: no details 
Eye protection: no details 
Skin and body protection: no details 
Respiratory protection: no details 

 
Risk Phrases: Safety Phrases 
 Not classified. R11 Highly flammable 
 
 
 
 
 
 

  

Hazard Statements: 
H225 Highly flammable liquid and vapour. 
 
 
 
 
 
Precautionary statements: 
 EUH210 Safety data sheet available on request 
 
 
 

 
First Aid: 
EYES: Not relevant. 
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SKIN: No specific recommendations. 

 
INHALATION: No specific recommendations. 

 
INGESTION: Do not induce vomiting. Rinse mouth thoroughly with water. Get medical attention if any 

discomfort continues. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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PREMISES: All SPUK Sites Record No: CA009 

SUBSTANCE: Lithium EP2 Grease O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details: +44 (0)1257 262485 
 
Identified Uses: PC24: Lubricants, greases, release products. 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: none 
 
 
Control Measures: The product is flammable. Heating may generate flammable vapours. 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Nitrile gloves should be worn when using this substance 
Eye protection: n/a 
Skin and body protection: n/a 
Respiratory protection: n/a 

 
Risk Phrases: Safety Phrases 
 none 
 
 
 
 
 
 

 none 

Hazard Statements: 
none 
 
 
 
Precautionary statements: 
 none 
 
 
 

 
First Aid: 
EYES: Bathe the eye with running water for 15 minutes. Seek medical attention if irritation persist. 
SKIN: Wash immediately with plenty of soap and water.  
INHALATION: No specific recommendations. 
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INGESTION: Wash out mouth with water. Do not induce vomiting. Consult a doctor.  

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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PREMISES: All SPUK Sites Record No: CA010 

SUBSTANCE: LM-90 Spray Marker O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details: (+44)(0)1278 72 7200 (office hours) 
 
Identified Uses: Paint 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: none 
 
 
Control Measures: Ensure adequate ventilation  
Take precautionary measures against static discharges 
Keep away from heat and sources of ignition 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Recommended gloves: Nitrile 
Eye protection: Wear safety eyewear according to EN 166. 
Skin and body protection: 
Respiratory protection: In case of insufficient ventilation, wear suitable respiratory equipment. recommended 
respiratory protection: Air purifying respirator equiped with organic gas/vapor cartridge (type AX)  

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

Danger 
    
 

Hazard Statements: 
H222 : Extremely flammable aerosol.  
H229 : Pressurised container: May burst if heated.  
H319 : Causes serious eye irritation.  
H336 : May cause drowsiness or dizziness.  
H412 : Harmful to aquatic life with long lasting effects. 
 
Precautionary statements: 
 P102 : Keep out of reach of children.  
P210 : Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.  
P211 : Do not spray on an open flame or other ignition source.  
P251 : Do not pierce or burn, even after use.  
P261 : Avoid breathing dust/fume/gas/mist/vapours/spray.  
P271 : Use only outdoors or in a well-ventilated area.  
P410/412 : Protect from sunlight. Do not expose to temperatures exceeding 50°C/122°F. P501-2 : Dispose of 



 
COSHH Assessment 

contents/container to an authorised waste collection point. 
 

First Aid: 
EYES: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present 

and easy to do. Continue rinsing. If eye irritation persists: Get medical advice/attention. 
SKIN: Take off contaminated clothing and wash before reuse. IF ON SKIN: Wash with plenty of soap 

and water. 
INHALATION: IF INHALED: Remove person to fresh air and keep comfortable for breathing. Call a POISON 

CENTER or doctor/physician if you feel unwell.  
INGESTION: If swallowed accidentally, do not induce vomiting and seek medical advice. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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Premises: All Yards & On Site  Record No: CA017 

SUBSTANCE:   Deb Natural Hand Cleaner O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:   

Emergency telephone National Poisons Information Service (UK) 0844 8920111 
JOB DESCRIPTION:  

Hand cleaner. 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
NONE 
 
Control Measures: 
Avoid contact with eyes. 
 
 
 

 
P.P.E. (Details / Type)  

Not relevant. 
 
 
 

 
Risk Phases: Safety Phases 
 None given 
 

 None given 

Hazard Statements: 
None given 
 
Precautionary statements: 
 None given 
 
 
 

 
First Aid: 
EYES: Remove any contact lenses and open eyelids wide apart. Continue to rinse for at least 15 

minutes. Continue to rinse for at least 15 minutes. Get medical attention promptly if symptoms 
occur after washing. 

SKIN: Not relevant. 
 

INHALATION: Not relevant. Unlikely route of exposure as the product does not contain volatile substances. 
 

INGESTION: Rinse mouth thoroughly with water. Get medical attention if any discomfort continues. 
 

 



 
COSHH Assessment 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

Premises: All Yards & On Site  Record No: CA018 

SUBSTANCE: Deb Protect Barrier Cream O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:   
National Poisons Information Service (UK) 0844 8920111 
JOB DESCRIPTION:  

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
NONE 
 
Control Measures: 
Avoid contact with eyes. 
 
 
 

 
P.P.E. (Details / Type)  
Not relevant 
 
 
 

 
Risk Phases: Safety Phases 
 None given 
 

 None given 

Hazard Statements: 
None given 
 
Precautionary statements: 
 None given 
 
 
 

 
First Aid: 
EYES: Make sure to remove any contact lenses from the eyes before rinsing.  Promptly wash eyes 

with plenty of water while lifting the eye lids.  Continue to rinse for at least 15 minutes.  Get 
medical attention promptly if symptoms occur after washing. 
 

SKIN: Not relevant 
 

INHALATION: Not relevant   Unlikely route of exposure as the product does not contain volatile substances. 
 

INGESTION: Rinse mouth thoroughly.  Get medical attention if any discomfort continues 
 



 
COSHH Assessment 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

Premises: All Yards & On Site  Record No: CA019 

SUBSTANCE: Deb Pure Hand Cleaner  O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:   
Emergency telephone National Poisons Information Service (UK) 0844 8920111  (Health Professionals only) 
JOB DESCRIPTION:  

Hand Soap 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
None given 
 
Control Measures: 
Avoid contact with eyes. 
 
 
 

 
P.P.E. (Details / Type)  
Not relevant. 
 
 
 

 
Risk Phases: Safety Phases 
 None given 
 

 None given 
 

Hazard Statements: 
None given 
 
Precautionary statements: 
 None given 
 
 
 
 

 
First Aid: 
EYES: Remove any contact lenses and open eyelids wide apart. Continue to rinse for at least 15 

minutes. Get medical attention promptly if symptoms occur after washing. 
SKIN: Not relevant. 

 
INHALATION: Not relevant. Unlikely route of exposure as the product does not contain volatile substances. 

 
INGESTION: Rinse mouth thoroughly with water. Get medical attention if any discomfort continues. 

 
 



 
COSHH Assessment 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Site Record No: CA023 

SUBSTANCE: Biodegradable Hydraulic 46 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0)1257 262485 
 
JOB DESCRIPTION: Hydraulic Fluid 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Not Classified 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Personal protective equipment should conform to appropriate standards , be suitable for use, be kept in good condition 
and properly maintained.  
safety glasses are recommended. 
Nitrile or other suitable glove.  
 

 
Risk Phases: Safety Phases 
  
 
 
 
 
 
 

  

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 
  
 
 
 

 
First Aid: 
EYES: In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Eyelids should be 



 
COSHH Assessment 

held away from the eyeball to ensure thorough rinsing. Check for and remove any contact lenses (if easy 
to do so). Get medical attention. 
 

SKIN: Wash skin thoroughly with soap and water or use recognised skin cleanser. Remove contaminated 
clothing and shoes. Wash clothing before reuse. Clean shoes thoroughly before reuse. Get medical 
attention if symptoms occur. 
 

INHALATION: If inhaled, remove from area to fresh air. Get medical attention if respiratory irritation develops or if 
breathing becomes difficult.  

INGESTION: Do not induce vomiting unless directed to do so by medical personnel. Get medical attention if 
symptoms occur. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good industrial 
hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
Extinguishing media: Extinguish with foam, carbon dioxide, dry powder or water fog.  
Unsuitable extinguishing media: Do not use water jet as an extinguisher, as this will spread the fire. 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: CA024 

SUBSTANCE: BOC MILD STEEL MMA ELECTRODES PREMIUM 
6013/7018/7024/SPECIAL LOW HY 

O.E.S. M. E. L. 

 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0)800 111 333 
 
JOB DESCRIPTION: Used in the welding process 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
Store in dry conditions – if the product gets wet they will need drying out in the oven, please see manufacturers 
details for times and temperatures 
 
 
 

 
P.P.E. (Details / Type)  
Wear eye protection appropriate for welding. 
Skin contact should be avoided to prevent possible allergic reactions. 
Wear body protection which helps to prevent injury from radiation, sparks and electric shock. 
Use adequate respiratory equipment/LEV when welding in a confined space. Wear protective clothing and eye 
protection appropriate to arc welding. 

 
Risk Phases: Safety Phases 
  
 
 
 
 
 
 

  

Hazard Statements: 
When the product is used in the welding process the most important hazards are: 
Overexposure to fumes and gases from welding can be dangerous to health. 
Watch out for splatter, hot metal and slag. It may cause skin burn and cause fire. 
Arc rays can injure eyes and burn skin. Electric shock can kill. Avoid touching live electrical parts. 
 
Precautionary statements: 
General ventilation and local fume extraction must be adequate to keep fume concentrations 
within safe limits. 
 
 
 
 



 
COSHH Assessment 

 
 

 
First Aid: 
EYES: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present 

and 
easy to do. Continue rinsing. Burns from radiation, see doctor. 
 

SKIN: Burns should be treated by a doctor. 
 

INHALATION: IF INHALED: If breathing is difficult, remove to fresh air and keep at rest in a position 
comfortable for 
breathing. Call a physician if symptoms occur. 

INGESTION: Contact a doctor if more than an insignificant amount has been swallowed. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: CA026 

SUBSTANCE: Commercial Engine Oil E7 15w/40 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0)1257 262485 
 
JOB DESCRIPTION: Engine oil 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Not Classified 
 
 
Control Measures:  
All activities involving chemicals should be assessed for their risks to health, to ensure exposures are 
adequently controlled. 
 
 
 

 
P.P.E. (Details / Type)  
Eye Protection : If contact is likely, safety glassess are recommended.  

Hand Protection: As specific work environments and material handling practices vary, safety 
procedures should be developed for each intended application.  
The correct choice of protective gloves depends upon the chemicals being handles and the 
conditions of work and use. 
Recommended: Nitrile or alternative suitable glove.  
Breakthrough time represents how long a glove can be expected to provide effective permeation 
resistance.  
Always consult with your glove supplier for up-to-date technical information on breakthrough. 
Skin and Body Protection 
Wear appropriate clothing as protection against splashing. 
In accordance with good industrial hygiene practices, precautions should be taken to avoid skin contact. 
 

 
Risk Phases: Safety Phases 
  
 
 

  

Hazard Statements: 
H315: Causes skin irritation.  
H318: Causes serious eye damage.  
H411: Toxic to aquatic life with long lasting effects.  
H413: May cause long lasting harmful effects to aquatic life. 
 
 
 
 
Precautionary statements: 



 
COSHH Assessment 

  
 
 
 

 
First Aid: 
EYES: In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Eyelids 

should be held away from the eyeball to ensure thorough rinsing. Check for and remove any 
contact lenses (if easy to do so). Get medical attention. 

SKIN: Wash skin thoroughly with soap and water or use recognised skin cleanser. Remove 
contaminated clothing and shoes. Wash clothing before reuse. Clean shoes thoroughly before 
reuse.  
Get medical attention if symptoms occur. 

INHALATION: If inhaled, remove from area to fresh air. Get medical attention if respiratory irritation develops or 
if breathing becomes difficult. 

INGESTION: Do not induce vomiting unless directed to do so by medical personnel. Get medical attention if 
symptoms occur. 

 
Hygiene measures:   
Always observe good personal hygiene measures, such as washing after handling the material and 
before eating, drinking and/or smoking. 
Routinely wash work clothing and protective equipment to remove contaminants. 
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood  

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: CA027 

SUBSTANCE: FIXT Leak Detector O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0)24 76 322126 
 
Identified Usage: Leak Detector 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
Provide adequate ventilation. Observe occupational exposure limits and minimize the risk of inhalation of 
spray. 
When using do not smoke. 
 

 
P.P.E. (Details / Type)  
Eye protection: Wear approved chemical safety goggles where eye exposure is reasonably probable. 
Hand protection: Due to the packaging form, aerosol, risk of skin contact is small. For prolonged or repeated 
skin contact use suitable protective gloves. 
The most suitable glove must be chosen in consultation with the gloves supplier, who can inform about the 
breakthrough time of the glove material. 
Respiratory equipment: In case of inadequate ventilation use suitable respirator. 

 
Risk Phrases: Safety Phrases 
R8 Contact with combustible material may cause 
fire. 
R38 Irritating to skin. 
NC Not classified. 
R25 Toxic if swallowed. 
R50 Very toxic to aquatic organisms. 
 
 

A1 Pressurized container: protect from sunlight and do 
not expose to temperatures exceeding 50°C.  
Do not pierce or burn, even after use. 
A2 Do not spray on a naked flame or any incandescent 
material. 
S23 Do not breathe vapour/spray. 
S51 Use only in well-ventilated areas. 

Hazard Statements: 
H272 May intensify fire; oxidiser. 
H301 Toxic if swallowed.  
H400 Very toxic to aquatic life.  
 
Precautionary statements: 
  
 
 
 

 
 



 
COSHH Assessment 

First Aid: 
EYES: Immediately flush with plenty of water for up to 15 minutes. Remove any contact lenses and 

open eyes wide apart. Get medical attention immediately. Continue to rinse. 
SKIN: Use suitable lotion to moisturise skin. 
INHALATION: In case of inhalation of spray mist: Move person into fresh air and keep at rest. 
INGESTION: Immediately rinse mouth and provide fresh air. Do not induce vomiting. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: CA028 

SUBSTANCE: BIOHYDRAN SE 46 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  TOTAL UK ltd: + 44 (0) 20 7339 8000 
 
JOB DESCRIPTION: Turbine oil, Hydraulic oil.*** 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
Engineering measures Apply technical measures to comply with the occupational exposure limits. When working in confined 
spaces (tanks, containers, etc.), ensure that there is a supply of air suitable for breathing and wear the recommended equipment. 
 
 
 

 
P.P.E. (Details / Type)  
Eye protection If splashes are likely to occur, wear:. Safety glasses with side-shields. 
Respiratory protection None under normal use conditions. 
Skin and body protection Wear suitable protective clothing. Protective shoes or boots. Long sleeved clothing. 
Hand protection Impervious gloves: Nitrile rubber, Fluorinated rubber. Please observe the instructions regarding permeability and 
breakthrough time which are provided by the supplier of the gloves.  
Also take into consideration the specific local conditions under which the product is used, such as the danger of cuts, abrasion, and 
the contact time. If used in solution, or mixed with other substances, and under conditions which differ from EN 374, contact the 
supplier of the EC approved gloves. 

 
Risk Phases: Safety Phases 
 none 
 
 
 
 
 
 

 none 

Hazard Statements: 
none 
 
 
 
 
 
Precautionary statements: 
 none 
 
 
 

 



 
COSHH Assessment 

First Aid: 
EYES: Rinse thoroughly with plenty of water, also under the eyelids.*** 

 
SKIN: Remove contaminated clothing and shoes. Wash skin with soap and water. Wash contaminated 

clothing before reuse. 
High pressure jets may cause skin damage. In this case, the casualty should be sent immediately 
to hospital.*** 

INHALATION: Move to fresh air. 
 

INGESTION: Do NOT induce vomiting. Never give anything by mouth to an unconscious person. Call a 
physician or poison control centre immediately.*** 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:  Richard Greenwood  

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: CA029 

SUBSTANCE: FAXENE HTB/E LUBRICATING GREASE O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44(0)15395 60506 
 
JOB DESCRIPTION: Lubrication Grease Gun 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Eye Protection:  Safety Glasses BS EN 166 
Hand Protection: Nitrile gloves to be worn when using this product 
 
 

 
Risk Phrases: Safety Phrases 
 none 
 

 none 

Hazard Statements: 
H315 Causes skin irritation. 
H319 Causes serious eye irritation. 
H411 Toxic to aquatic life with long lasting effects. 
 
Precautionary statements: 
 None 
 

 
First Aid: 
EYES: Rinse with water. Get medical attention if any discomfort continues. 

 
SKIN: No specific recommendations. Rinse with water. Get medical attention if any discomfort 

continues. 
INHALATION: No specific recommendations. If throat irritation or coughing persists, proceed as follows. 

Move affected person to fresh air and keep warm and at rest in a position comfortable for 
breathing. Loosen tight clothing such as collar, tie or belt. Get medical attention if any 
discomfort continues. 

INGESTION: No specific recommendations. If throat irritation or coughing persists, proceed as follows. 
Rinse mouth. Get medical attention if any discomfort continues. 



 
COSHH Assessment 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
Scoop or scrape up and place in suitable container 
Dispose or recycle of spillages in a controlled manner 
Notes: 
Isolated small-scale fire: Water fog - carbon dioxide - powder - foam - inert material 
Large fire: evacuate area, call fire brigade or follow site procedure Wear self-contained breathing apparatus and protective 
clothing. 
Toxic fumes are produced when material is involved in a fire 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by: Richard Greenwood   

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: CA030 

SUBSTANCE: Ultramax SE 46 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  0121 568 6800 
 
JOB DESCRIPTION: Lubricants and additives 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: To our knowledge, this product does not present any particular risk, provided it is 
handled in accordance with good occupational hygiene and safety practice. 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Protective gloves 
Eye protection: Safety glasses 
Skin and body protection: Wear suitable protective clothing 
Respiratory protection: In case of insufficient ventilation, wear suitable respiratory equipment 

 
Risk Phrases: Safety Phrases 
 none 
 
 
 
 
 
 

 none 

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 
  
 
 
 

 
First Aid: 



 
COSHH Assessment 

EYES: Rinse eyes with water as a precaution 
 

SKIN: Wash skin with plenty of water 
 

INHALATION: Remove person to fresh air and keep comfortable for breathing. 
 

INGESTION: Call a poison center or a doctor if you feel unwell 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
Suitable extinguishing media : Water spray. Dry powder. Foam. Carbon dioxide 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & On Site Record No: 031 

SUBSTANCE: PANOLIN HLP SYNTH 46 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +41 (0)44/ 251 51 51 
 
JOB DESCRIPTION: Hydraulic oil, Lubricant 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Oil resistant, tested, protective gloves,eg nitrile rubber EN 374-2 must be worn. 

Eye protection: Use tightly fitting safety glasses. 

Skin and body protection: Suitable overalls should be worn 
Respiratory protection: If workplace limits are exceeded, a gas mask approved(according to EN 149 FFP2/3 SL) 
for this purpose must be worn. 

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

  

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 
  



 
COSHH Assessment 

 
 
 

 
 
 

First Aid: 
EYES: Remove contact lenses, keep eyelids open. Rinse immediately carefully and thoroughly with 

eye-bath or water. 
 

SKIN: Remove contaminated, saturated clothing immediately. After contact with skin, wash 
immediately with plenty of water and soap. In case of skin irritation, consult a physician. 
 

INHALATION: Remove casualty to fresh air and keep warm and at rest. In case of respiratory tract irritation, 
consult a physician. If unconscious place in recovery position and seek medical advice. 
 

INGESTION: If symptoms occur consult a doctor Do NOT induce vomiting. Let water be drunken in little sips 
(dilution effect). 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by: Richard Greenwood    

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No 

SUBSTANCE: Antifreeze Concentrate Blue BS6580 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 1257 262485 (24 Hours) UK 
 
Identified Usage: Antifreeze liquid. 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Classification (EC1272/2008) 
Acute Tox. 4 - H302 STOT RE 2 - H373 
 
Control Measures: 
Provide adequate ventilation. Avoid inhalation of vapours. Observe any occupational exposure limits for the product or 
ingredients. 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Use protective gloves. Chemical-resistant, impervious gloves complying with an approved 
standard should be worn if a risk assessment indicates skin contact is possible. The most suitable glove 
should be chosen in consultation with the glove supplier/manufacturer, who can provide information about 
the breakthrough time of the glove material. Butyl rubber. Polyvinyl chloride (PVC). EN 374 
Eye protection: The following protection should be worn: Chemical splash goggles. Personal protective 
equipment for eye and face protection should comply with European Standard EN166. 
 
 
Skin and body protection: Wear suitable protective clothing as protection against splashing or contamination. 
 
Respiratory protection: If ventilation is inadequate, suitable respiratory protection must be worn. Wear a 
respirator fitted with the following cartridge: Combination filter, type A2/P3. EN 136/140/145/143/149 

 
Risk Phrases: Safety Phrases 
 R22 Harmful if swallowed. 
R63 Possible risk of harm to the unborn child. 
 

  

Hazard Statements: 
H302 Harmful if swallowed.  
H361d Suspected of damaging the unborn child.  
H373 May cause damage to organs through prolonged or repeated exposure. 
 
 
Precautionary statements: 
P260 Do not breathe vapour/ spray. 
P264 Wash contaminated skin thoroughly after handling. 
P270 Do not eat, drink or smoke when using this product. 



 
COSHH Assessment 

P301+P312 IF SWALLOWED: Call a POISON CENTER/ doctor if you feel unwell.  
P314 Get medical advice/ attention if you feel unwell. 
P330 Rinse mouth. 
P501 Dispose of contents/ container in accordance with national regulations. 
 

 
First Aid: 
EYES: Rinse immediately with plenty of water. Remove any contact lenses and open eyelids wide 

apart. 
Continue to rinse for at least 15 minutes. Get medical attention if any discomfort continues. 

SKIN: Remove contaminated clothing immediately and wash skin with soap and water. Get medical 
attention if any discomfort continues. 

INHALATION: Move affected person to fresh air at once. Get medical attention if any discomfort continues. 
INGESTION: Move affected person to fresh air and keep warm and at rest in a position comfortable for 

breathing. Rinse mouth thoroughly with water. Give plenty of water to drink. Get medical 
attention immediately. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA037 

SUBSTANCE: ADblue 32.5% Urea Solution O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  01257 262485 
 
Identified Usage: Fuel Additive 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
The preparation in not classified as dangerous according to Directive 1999/45/EC and its amendments 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Chemical resistant, impervious gloves complying with an approved standard should be worn 
at all times when handling this product if a risk assessment indicates this is necessary. >8 hour(s) (breakthrough 
time): butyl rubber , natural rubber (latex) , nitrile rubber. 
Eye protection: Use safety approved chemical resistant googols or face shield. 
Skin and body protection: A risk assessment should be conducted to assess the protective equipment required 
for the body based on the task being conducted. 
Respiratory protection: Use a properly fitted, air-purifying or air-fed respirator complying with an approved 
standard if a risk assessment indicates this is necessary. Respirator selection must be based on known or 
anticipated exposure levels, the hazards of the product and the safe working limits of the selected respirator. 

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

  

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 
  
 
 



 
COSHH Assessment 

 
 
 
 

First Aid: 
EYES: If in contact with eyes, rinse immediately with plenty of water. If irritation occurs seek medical 

attention. 
 

SKIN: Avoid prolonged or repeated skin contact. After contact with skin wash thoroughly with plenty 
of soap and water. If irritation develops seek medical advice. 
 

INHALATION:  
 

INGESTION: If large quantities of this material have been swallowed a doctor should be called immediately. 
Do not induce vomiting unless directed to do so by medical personnel. Never give anything by 
mouth to an unconscious person. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA041 

SUBSTANCE: SUPERCITO 7018S Electrode O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +33 (0)1.45.42.59.59 
 
Identified Usage: Welding Electrode 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Not classified 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Welding gloves. 
Eye protection: Use a protection mask equipped with suitable filter glasses. 
Skin and body protection: Skin protection appropriate to the conditions of use should be provided. 
Respiratory protection: wear suitable respiratory equipment when conducting any welding process FFP3 
minimum protection 

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

  

Hazard Statements: 
H290 May be corrosive to metals 
H314 Causes severe skinburns and eye damage 
H315 Causes skin irritation 
H318 Causes serious eye damage 
H319 Causes serious eye irritation 
H335 May cause respiratory irritation 
H372 Causes damage to organs through prolonged or repeated exposure 
H373 May cause damage to organs to through prolonged or repeated exposure. 
Precautionary statements: 
  
 
 

 



 
COSHH Assessment 

First Aid: 
EYES: Arc rays can injure eyes. If exposed to arc rays, move victim to dark room, remove contact 

lenses as necessary for treatment. Cover eyes with padded dressing and rest. Obtain medical 
assistance if symptoms persist. 
In case of burn with hot metal, flush with plenty of water. Seek medical attention immediately. 

SKIN: In case of burn with hot metal, flush with plenty of water. Take off immediately all 
contaminated clothing. Seek medical attention if burns develop.  

INHALATION: If breathing becomes difficult (due to inhalation of fume), take the patient to fresh air and get 
them to breathe deeply. Seek medical attention if symptoms persist. 

INGESTION: Ingestion unlikely. Obtain emergency medical attention. 
 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA042 

SUBSTANCE: PANOLIN HLP SYNTH 46 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +41 (0)44/ 251 51 51 
 
Identified Usage: Hydraulic oil, Lubricant 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
The product is not classified according to the calculation method of the General Classification guideline for 
preparationsof the EU in the latest version. 
 
Control Measures: 
Provide adequate ventilation. Take the precautions customary when handling chemicals. 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Oil resistant, tested, protective gloves, e.g. nitrile rubber EN 374-2 must be 
worn. 

Eye protection: Use tightly fitting safety glasses.  
 
 
 
Skin and body protection: In case of splattering, wear oil-resistant protective clothing. 
Respiratory protection: If workplace limits are exceeded, a gas mask approved(according to EN 149 FFP2/3 SL) 
for this purpose must be worn. 

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

  

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 



 
COSHH Assessment 

  
 
 
 

 
First Aid: 
EYES: Remove contact lenses, keep eyelids open. Rinse immediately carefully and thoroughly with 

eye-bath or water. 
 

SKIN: Remove contaminated, saturated clothing immediately. After contact with skin, wash 
immediately with plenty of water and soap. In case of skin irritation, consult a physician. 
 

INHALATION: Remove casualty to fresh air and keep warm and at rest. In case of respiratory tract irritation, 
consult a physician. If unconscious place in recovery position and seek medical advice. 
 

INGESTION: If symptoms occur consult a doctor Do NOT induce vomiting. Let water be drunken in little sips 
(dilution effect). 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:    

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA043 

SUBSTANCE: RENOLIN B 10 VG 32 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0) 1782 203700 
 
Identified Usage: Hydraulic fluid 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
The product has not been classified as hazardous and does not need to be labelled according to regulation (EU) 
no 1272/2008 (CLP). 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Nitrile butyl rubber (NBR). Avoid long-term and repeated skin contact. Suitable gloves can be 
recommended by the glove supplier. Protective gloves, where permitted in acc. to safety directions. The exact 
break through time has to be found out by the manufacturer of the protective gloves and has to be observed. 
Eye protection: Safety glasses (EN 166) recommended during refilling. 
Skin and body protection: Use skin protection cream for preventive skin protection. 
Respiratory protection: In case of inadequate ventilation use suitable respirator. Seek advice from local 
supervisor. Avoid breathing vapour/ aerosol. 

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

  

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 
  
 
 
 



 
COSHH Assessment 

 
First Aid: 
EYES: Promptly wash eyes with plenty of water while lifting the eye lids. 

 
SKIN: Wash with soap and water. The product is not skin irritating. 

 
INHALATION: Supply fresh air; consult doctor in case of symptoms. 

 
INGESTION: Rinse mouth thoroughly. 

 
 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA044 

SUBSTANCE: SANISAFE 4C WIPE O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  0161 848 8008 
 
Identified Usage:  

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection:  
Eye protection:  
Skin and body protection:  
Respiratory protection:  

 
Risk Phrases: Safety Phrases 
  
 
 

  

Signal Word: Warning                     GHS07 
 
 

 

Hazard Statements: 
H225 Highly flammable liquid and vapour. 
H290 Maybe corrosive to metals. 
H302 Harmful if swallowed. 
H314 Causes severe skin burns and eye damage. 
H317 May cause an allergic skin reaction. 
H318 Causes serious eye damage. 
H319 Causes serious eye irritation. 
H330 Fatal if inhaled. 
H336 May cause drowsiness or dizziness. 
H351 Suspected of causing cancer. 
H372 Causes damage to organs through prolonged or repeated exposure. 
H400 Very toxic to aquatic life. 
H410 Very toxic to aquatic life with long lasting effects. 
H412 Harmful to aquatic life with long lasting effects. 
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Precautionary statements: 
 P273 - Avoid release to the environment.  
P305+P351+P338 - IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if 
present and easy to do. Continue rinsing.  
P337+P313 - If eye irritation persists: Get medical advice/attention.  
P501 - Dispose of contents and container to hazardous or special waste collection point, in accordance with 
local, regional, national and/or international regulation. 
 
EUH-statements: EUH208 - Contains POLYMERIC BIGUANIDE HYDROCHLORIDE(27083-27-8). May produce an 
allergic reaction. 

 
First Aid: 
EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to 

do. Continue rinsing. If eye irritation persists: Get medical advice/attention. 
 

SKIN: Take off contaminated clothing. Wash skin with plenty of water. If skin irritation or rash occurs: 
Get medical advice/attention. 
 

INHALATION: Move to fresh air in case of accidental inhalation of vapours and keep comfortable for 
breathing. 
 

INGESTION: As the substrate is a wipe material ingestion is highly unlikely but in the event do not induce 
vomiting and wash mouth out with water. Get medical advice/attention. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Grenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Premises and Sites Record No: CA045 

SUBSTANCE: CLENSEL O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  Mon to Fri 8.30am to 5.00pm - 01298 26226 
 
Identified Usage: solvent based beaded gel hand cleaner 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Not Classified 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection:  
Eye protection:  
Skin and body protection:  
Respiratory protection:  

 
Risk Phrases: Safety Phrases 
  
 
 
 

  

Hazard Statements: 
H302 Harmful if swallowed 
H304 May be fatal if swallowed and enters airways 
H318 Causes serious eye damage 
Precautionary statements: 
 none 

 
First Aid: 
EYES: No additional information available 

 
SKIN: No additional information available 

 
INHALATION: No additional information available 

 
INGESTION: No additional information available 

 
 
 



 
COSHH Assessment 

Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA046 

SUBSTANCE: Shell Rimula R6 LM 10W-40 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44-(0) 151-350-4595 
 
Identified Usage: Engine oil. 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Where hand contact with the product may occur the use of gloves approved to relevant 
standards (EN374) 
Eye protection: If material is handled such that it could be splashed into eyes, protective eyewear is 
recommended. 
Approved to EU Standard EN166. 
Skin and body protection: Skin protection is not ordinarily required beyond standard work clothes. 
It is good practice to wear chemical resistant gloves. 
Respiratory protection: No respiratory protection is ordinarily required under normal 

 
Risk Phrases: Safety Phrases 
  
 
 
 
 
 
 

  

Hazard Statements: 
 
 
 
 
 
 
Precautionary statements: 
  
 
 
 



 
COSHH Assessment 

 
First Aid: 
EYES: Flush eye with copious quantities of water. 

Remove contact lenses, if present and easy to do. Continue rinsing. 
If persistent irritation occurs, obtain medical attention. 
 

SKIN: Remove contaminated clothing. Flush exposed area with water and follow by washing with 
soap if available. 
If persistent irritation occurs, obtain medical attention. 
 

INHALATION: No treatment necessary under normal conditions of use. 
If symptoms persist, obtain medical advice. 
 

INGESTION: In general no treatment is necessary unless large quantities are swallowed, however, get 
medical advice. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by: Richard Greenwood    

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA047 

SUBSTANCE: Swarfega Heavy Duty O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  National Poisons Information Service 0844 8920111 
 
Identified Usage:  

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
Classifcaton (1999/45/EEC) Not classifed. 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: No specific recommendations. 
Eye protection: Wear eye protection if there is a risk of this product getting in the eyes 
Skin and body protection: No specific recommendations. 
Respiratory protection: No specific recommendations. 

 
Risk Phrases: Safety Phrases 
 Not classified. 
 

 Not classified. 

Hazard Statements: 
Not classified. 
 
 
 
 
 
Precautionary statements: 
 Not Classified 
 
 
 

 
First Aid: 
EYES: Make sure to remove any contact lenses from the eyes before rinsing. Promptly wash eyes with 

plenty of water while lifting the eye lids. Continue to rinse for at least 15 minutes. Get medical 
attention promptly if symptoms occur after washing. 
 

SKIN: Rinse with water. 
 



 
COSHH Assessment 

INHALATION: Not relevant Unlikely route of exposure as the product does not contain volatle substances. 
 

INGESTION: Rinse mouth thoroughly. Get medical atenton if any discomfort contnues. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA050 

SUBSTANCE: CHAIN & WIRE ROPE LUBRICANT R220 O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0) 1294 311 066 
 
Identified Usage: PC24: Lubricants, greases, release products 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Use protective gloves.  

Eye protection: Wear approved chemical safety goggles where eye exposure is reasonably probable.  
 
 
Skin and body protection: Wear appropriate clothing to prevent any possibility of liquid contact and repeated 
or prolonged vapour contact. 
Respiratory protection: No specific recommendation made, but respiratory protection must be used if the 
general level exceeds the recommended occupational exposure limit. Use chemical cartridge protection with 
appropriate cartridge. 

 
Risk Phrases: Safety Phrases 
 None Given 
 
 
 
 
 
 

 None Given 

Signal Word: Danger  
Hazard Statements: 
EUH066: Repeated exposure may cause skin dryness or cracking. 
H220: Extremely flammable gas. 
H222: Extremely flammable aerosol. 
H225: Highly flammable liquid and vapour. 
H226: Flammable liquid and vapour. 
H304: May be fatal if swallowed and enters airways. 
H312: Harmful in contact with skin. 



 
COSHH Assessment 

H315: Causes skin irritation. 
H319: Causes serious eye irritation. 
H332: Harmful if inhaled. 
H335: May cause respiratory irritation. 
H336: May cause drowsiness or dizziness. 
H362: May cause harm to breast-fed children. 
H373: May cause damage to organs <<Organs>> through prolonged or repeated exposure. 
H400: Very toxic to aquatic life. 
H410: Very toxic to aquatic life with long lasting effects. 
H411: Toxic to aquatic life with long lasting effects. 
H412: Harmful to aquatic life with long lasting effects. 
Precautionary statements: 
P102: Keep out of reach of children. 
P210: Keep away from heat/sparks/open flames/hot surfaces. - No smoking. 
P211: Do not spray on an open flame or other ignition source. 
P251: Pressurized container: Do not pierce or burn, even after use. 
P260: Do not breathe vapour/spray. 
P263: Avoid contact during pregnancy/while nursing. 
P270: Do not eat, drink or smoke when using this product. 
P271: Use only outdoors or in a well-ventilated area. 
P410+412: Protect from sunlight. Do not expose to temperatures exceeding 
50°C/122°F. 
P501: Dispose of contents/container in accordance with local regulations. 
Supplementary Precautionary Statements: 
P201: Obtain special instructions before use. 
P264: Wash contaminated skin thoroughly after handling. 
P273: Avoid release to the environment. 
P304+340: IF INHALED: Remove victim to fresh air and keep at rest in a position 
comfortable for breathing. 
P308+313: IF exposed or concerned: Get medical advice/attention. 
P312: Call a POISON CENTER or doctor/physician if you feel unwell. 
P391: Collect spillage. 
P403+233: Store in a well-ventilated place. Keep container tightly closed. 
P405: Store locked up. 
 
 
 

 
First Aid: 
EYES: Make sure to remove any contact lenses from the eyes before rinsing. Promptly 

wash eyes with plenty of water while lifting the eye lids. Continue to rinse for at 
least 15 minutes. Get medical attention if any discomfort continues. 
 

SKIN: Wash the skin immediately with soap and water. Get medical attention if any 
discomfort continues. 
 

INHALATION: Move the exposed person to fresh air at once. When breathing is difficult, properly 
trained personnel may assist affected person by administering oxygen. Keep the 
affected person warm and at rest. Get prompt medical attention. 
 

INGESTION: DO NOT INDUCE VOMITING! Rinse mouth thoroughly with water and give large 



 
COSHH Assessment 

amounts of milk or water to people not unconscious. Get medical attention if any 
discomfort continues. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA051 

SUBSTANCE: 125mm Grinding disc O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:   
 
Identified Usage: Organic Bonded Abrasives Used For Cutting/Grinding of Different Materials 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: n/a 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Wear protective gloves suitable for the task in hand 
Eye protection: Wear eye protection suitable for the task in hand 
Skin and body protection: Wear clothing suitable for the task in hand 
. 
Respiratory protection: Wear RPE suitable for the task in hand 
 

 
Risk Phrases: Safety Phrases 
R20 Harmful by inhalation 
R36 Irritating to eyes 
R48/23 Toxic: danger of serious damage to health 
by prolonged exposure through inhalation 
R52/53 Harmful to aquatic organisms, may cause 
long term adverse effects in the aquatic 
environment 
R64 May cause harm to breast fed babies 
 
 
 
 

 None Given 

Signal Word: Danger  
Hazard Statements: 
H319 Causes serious eye irritation 
H332 Harmful if inhaled 
H362 May cause harm to breast fed children 
H372 Causes damage to organs through prolonged or repeated exposure 
H412 Harmful to aquatic life with long lasting effects 
 
Precautionary statements: 



 
COSHH Assessment 

 
 
 
 

 
First Aid: 
EYES: Not possible due to the form of the product 
SKIN: No Harmful Effects Known 
INHALATION: Not possible due to the form of the product 
INGESTION: Not possible due to the form of the product 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA052 

SUBSTANCE: White Grease with PTFE O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +44 (0)1246 823007 
 
Identified Usage: Grease Spray 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: Hydrocarbons, C6-C7, n-alkanes, isoalkanes, cyclics, <5% n-hexane 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Due to the packaging form, aerosol, risk of skin contact is small. Chemical-resistant, 
impervious gloves complying with an approved standard should be worn if a risk assessment 
indicates skin contact is possible. The most suitable glove should be chosen in consultation with the 
glove supplier/manufacturer, who can provide information about the breakthrough time of the glove material. 
Eye protection: Eyewear complying with an approved standard should be worn if a risk assessment 
indicates eye contact is possible.  
The following protection should be worn: Chemical splash goggles. 
Skin and body protection: wear suitable overalls 
. 
Respiratory protection:  If ventilation is inadequate, suitable respiratory protection must be worn. 
 

 
Risk Phrases: Safety Phrases 
 None Given 
 
 
 
 
 
 

 None Given 

Signal Word: Danger  
Hazard Statements: 
H220: Extremely flammable gas.  
H222: Extremely flammable aerosol,  
H225 Highly flammable liquid and vapour,  
H229: Pressurised container: may burst if heated,  
H280: Contains gas under pressure; may explode if heated,  
H304: May be fatal if swallowed and enters airways,  
H315: Causes skin irritation,  
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H336 May cause drowsiness or dizziness,  
H361f: Suspected of damaging the unborn child,  
H373: May cause damage to organs through prolonged or repeated exposure,  
H400: Very toxic to aquatic life,  
H410: Very toxic to aquatic life with long lasting effects,  
H411: Toxic to aquatic life with long lasting effects. 
 
Precautionary statements: 
P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking. 
P211: Do not spray on an open flame or other ignition source. 
P251: Pressurised container, do not pierce or burn, even after use. 
P271: Use only outdoors or in a well-ventilated area. 
P410 + 412: Protect from sunlight. Do not expose to temperatures exceeding 50°C/ 122°F. 
P260: Do not breathe vapour/ spray. 
P262: Do not get in eyes, on skin, or on clothing. 
P501: Dispose of contents/ container in accordance with local/ national government regulations. 
P102: Keep out of reach of children. 
 
 
 

 
First Aid: 
EYES: Rinse immediately with plenty of water. Remove any contact lenses if easy to do so and open 

eye lids wide apart. Continue to rinse for at least 15 minutes and get medical attention. 
SKIN: Remove contaminated clothing immediately and wash skin with soap and water. 
INHALATION: If spray/mist has been inhaled, proceed as follows. Move affected person to fresh air, keep 

warm and at rest in a position comfortable for breathing. If breathing stops provide artificial 
respiration. Keep the affected person warm and at rest. Get prompt medical attention. 

INGESTION: Rinse mouth thoroughly with water. DO NOT induce vomiting. Get medical attention 
immediately. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 



 
COSHH Assessment 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA053 

SUBSTANCE: Soudal Swipex Wipes O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +32 14 58 45 45 
 
Identified Usage: hygienic wipes 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: Not required for normal conditions of use 
 
Eye protection: Not required for normal conditions of use 
 
 
Skin and body protection: Not required for normal conditions of use 
. 
Respiratory protection: Not required for normal conditions of use 
 

 
Risk Phrases: Safety Phrases 
 None Given 
 
 
 
 
 
 

 None Given 

Signal Word: Danger  
Hazard Statements: 
H225   Highly flammable liquid and vapour.  
H302   Harmful if swallowed.  
H318   Causes serious eye damage.  
H319   Causes serious eye irritation.  
H336   May cause drowsiness or dizziness. 
 
Precautionary statements: 
 
 



 
COSHH Assessment 

 
 

 
First Aid: 
EYES: Remove contact lenses, if present and easy to do. Continue rinsing. Take victim to an 

ophthalmologist if irritation persists 
SKIN: Not applicable. 
INHALATION: Not applicable. 
INGESTION: Not applicable. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA054 

SUBSTANCE: CT 90 Cutting Spray O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:   01942 713667 (Mon - Fri: 9am to 5pm)
 
 
Identified Usage: Lubrication Spray 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection:  
Wear suitable gloves if prolonged skin contact is likely. 

Eye protection:  
Not normally required. Wear suitable eye/face protection. 
 
Skin and body protection: Not normally required. Wear suitable gloves if prolonged skin contact is likely. 
. 
Respiratory protection: Normally no personal respiratory protection is necessary. In case of insufficient 
ventilation, wear suitable respiratory equipment. 
 

 
Risk Phrases: Safety Phrases 
 None Given 
 
 
 
 
 
 

 None Given 

Signal Word: Danger  
Hazard Statements: 
H222: Extremely flammable aerosol. 
H229: Pressurised container: May burst if heated.  
 

Precautionary statements: 
P210: Keep away from heat, hot surfaces, sparks, open flames and  



 
COSHH Assessment 

other ignition sources. No smoking. 
P211: Do not spray on an open flame or other ignition source. 
P251: Do not pierce or burn, even after use. 
P410+P412: Protect from sunlight. Do not expose to temperatures  
exceeding 50°C/ 122°F. 
 
 
 

 
First Aid: 
EYES: Flush eyes with water for at least 15 minutes while holding eyelids open. 
SKIN: Wash skin with soap and water. If symptoms develop, obtain medical attention. 
INHALATION: If breathing is difficult, remove victim to fresh air and keep at rest in a position comfortable for 

breathing. 
INGESTION: Unlikely route of exposure. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
briefed on COSHH Assessment 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES: All Yards & Sites Record No: CA055 

SUBSTANCE: Lacto Des O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +31 70 345 87 37 
 
Identified Usage: Disinfectant 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
 
 
Control Measures: 
 
 
 
 

 
P.P.E. (Details / Type)  
Hand protection: handling with butyl-gloves (EN 374). Breakthrough time: >480’ Material thickness: 0,7 mm. 
Thoroughly check gloves before use.  
Take of the gloves properly without touching the outside with your bare hands. The manufacturer of the protective 
gloves has to be consulted about the suitability for a specific work station. Wash and dry your hands. 
Eye protection: keep an eye-rinse bottle within reach. Tight-fitting safety goggles. Wear a face shield and 
protective suit in case of exceptional processing problems. 
 
Skin and body protection: impermeable clothing. The type of protective equipment depends on the concentration and 
amount of hazardous substances at the work station in question. 

.  
Respiratory protection: respiratory protection is not required. Use ABEK type gas masks in case of irritating exposure. If 
necessary, use with sufficient exhaust ventilation. 
 

 
Risk Phrases: Safety Phrases 
 None Given  None Given 
Signal Word:  
Hazard Statements: 
EUH210: Safety data sheet available on request. 
 

Precautionary statements: 
P301+P310: IF SWALLOWED: Immediately call a POISON CENTER or doctor 
P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact 
lenses, if present and easy to do. Continue rinsing. 
P501: Dispose of contents/ 
 



 
COSHH Assessment 

 
 

 
First Aid: 
EYES: rinse first with plenty of water, if necessary seek medical attention. 
SKIN: Rinse with water 
INHALATION: in case of serious or continuous discomforts: remove to fresh air and seek medical 

attention. 
INGESTION: rinse first with plenty of water, if necessary seek medical attention. 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
Extinguisher Media - CO2, foam, powder, sprayed water 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 

 



 
COSHH Assessment 

PREMISES:  All SPUK Yards Record No: CA056 

SUBSTANCE: Wadit O.E.S. M. E. L. 
 See MSDS  See MSDS 
 
Emergency Contact Details:  +1-352-323-3500 
 
JOB DESCRIPTION: Resin Residues sealer for sheet piles 

 
Frequency and duration of exposure:  Varies 

 
Hazardous Substances: 
Non Hazardous 
 
Control Measures: 
Non Hazardous 
 
 
 

 
P.P.E. (Details / Type)  
Eye/face protection - Wear Tightly Sealed Goggles - BS EN 166:2002. 

Hand Protection - Neoprene gloves  
Protective gloves 
PVC gloves 
Nitrile rubber gloves 
The glove material has to be impermeable and resistant to the product/ the substance/ the preparation. 
Selection of the glove material on consideration of the penetration times, rates of diffusion and the degradation 
Material of gloves 
The selection of the suitable gloves does not only depend on the material, but also on further marks 
of quality and varies from manufacturer to manufacturer. As the product is a preparation of several 
substances, the resistance of the glove material cannot be calculated in advance and has therefore 
to be checked prior to the application. 
Penetration time of glove material 
The exact break through time has to be found out by the manufacturer of the protective gloves and 
has to be observed. 
· For the permanent contact gloves made of the following materials are suitable: PVC gloves 
· For the permanent contact of a maximum of 15 minutes gloves made of the following 
materials are suitable: 
Nitrile rubber, NBR PVC gloves 
Skin Protection - Use of protective clothing. 

Respiratory protection: In case of inadequate ventilation wear respiratory protection FFP3. 

 
Risk Phases: Safety Phases 
 Void 
 
 
 
 

 Void 



 
COSHH Assessment 

 
 
Hazard Statements: 
Void 
 
 
Precautionary statements: 
 Void 
 

 
First Aid: 
EYES: After eye contact: 

Remove contact lenses 
Rinse opened eye for several minutes under running water. If symptoms persist, consult a doctor. 

SKIN: Immediately wash with water and soap and rinse thoroughly. 
 
After contact with skin 
Wash with plenty of water. Take off contaminated clothing and wash it before reuse. After contact with skin, 
wash immediately with plenty of water and soap. 
 

INHALATION: Supply fresh air. If required, provide artificial respiration. Keep patient warm. Consult doctor if 
symptoms persist. 
In case of unconsciousness place patient stably in side position for transportation. 

INGESTION: Rinse mouth immediately and drink plenty of water. If symptoms persist consult doctor. 
 

 
Hygiene measures:   
Wash hands before work breaks and after finishing work.  Do not eat, drink or smoke while working.  Good 
industrial hygiene practices should be observed.    
 
Training requirements:  
 
 
Further action required: 
 
 
 
Notes: 
 
 

 
Assessment of exposure and risk to health: 
Does not present hazards during normal use. 
 

Due to the limited use of the product and providing appropriate PPE is supplied and used and this Coshh 
assessment is read, understood and complied with the risk is considered:- 

LOW MEDIUM HIGH 
Assessment by:   Richard Greenwood 

Date: 17/12/21 Review Date:  December 2022 
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