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Allow to break out concrete wall forming side of

X

Following excavating sand and exposing the lower sea wall, allow f
isolated locations using an_appropriate lime mortar. Conservation Architect to advise on exact
locations for repointing. Pr

5%

r-50sgm of repointing in

re joints as C41/810. Repoint as C41/820A. Given the exposure of

the site, the protection for curing must be carefully controlled, please refer to NBS Z21/410.
Architect and Project Manager to inspect work prior to back fill of sand.

To fujf\?ength of copings: All vegetation to be treated and remg?ed from the masonry copings
as NBS C41/130.
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Refer to structural engineer details for works
associate gvith removing and making good
steelworkb€mbedded within masonry retaining wall
and forming new below ground support to the
steelwork within the pier apron.

Refer to structural engineer details for works
associated to sea wall.

b

oo

Following dismantling, allow for an additional *45sgm of repointing in isolated locations to the Allow to break out concrefe wall forming side of
new ramp. Break out to depth to suit structural promenade wall using aryappropriate lime mortax, Conservation Architect to advise on exact new ramp. Break out to-depth to suit structura
designs and new ground levels. locations for-repointing /Prepare joints as C41/810\Repoint as C41/820A. Given the exposure of designs and new gretnd levels.
the site, the protectior/for curing must be carefully controlled, please refer to NBS Z21/410.
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Section of new curb and railings recently installed
to be retained insitu.
Section of new curb and railings recently installed
to be retained insitu.
W

1 - Site Plan as Existing
Scale 1:200 @ A1

1IN

Existing ground cover to be removed. Allow to break out and excavate to levels required to execute the proposals shown on drawing CBVP.01 2010, structural
engineers details and mechanical and electrical installation.

Allow to remove fixture and fitting.

Remove existing information board.

Remove existing flag poles and associated foundations.

General note:

All waste material to be carted offsite by the contractor.

Drawing to be read in conjunction with Caulmert and ESD drawings and documentation.

0 2 4 10 Existing covers to be removed. Refer to ESD and Caulmert information for details and locations of new manhole covers. Existing lighting, and any associated fitting, services and foundations, to be removed. Refer to ESD drawing Contractor to provide a method statement for work on the beach for project manager and NRW approval.
ey — package for details associated with the installation of new lighting systems.
Scale 1:200 m Allow to take down a portion of the existing masonry wall, and backfill / ground behind, in order to construct the new structural support as shown on the structural R dundant
engineers details. The area shown on the plan is indicative, the contractor is responsible for making their own assessment and allowances within the tender sum. emove redundant post
Please refer to the ground surveys included as part of the tender documentation. All masonry should be carefully recorded as NBS C41/140, prior to being
carefully dismantled as NBS C41/125 & C41/310, set aside as NBS C41/160 for reuse and rebuilt as C41/320 . @ Remove existing cycle stores
====  Remove existing railings refer to drawing 2010 for proposals.
Column Grid Lines (For reference only).
====  Remove existing curb refer to drawing 2010 for proposals.
====  Remove existing hoarding upon completion (contractor may wish to retain security hoarding during contract period).
Notes Drawing Status
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