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this drawing are not to be taken as limiting the obligations of the
contractor under Contract.

NOTES:

2. VEGETATION CLEARANCE REQUIRED ACROSS AREA 1. HIGHWAY

3. REFER TO LANDSCAPING DRAWING 4021883-BUK-ZZ-00-DR-L-01002

4. PROPOSED MSL - 0.00M AOD AND MHWS ARE SHOWN FOR

SAFETY, HEALTH AND ENVIRONMENTAL INFORMATION:

IN ADDITION TO THE HAZARDS OR RISKS NORMALLY ASSOCIATED
WITH THE TYPES OF WORK DETAILED ON THIS DRAWING, THE
FOLLOWING SIGNIFICANT RESIDUAL RISKS SHOULD BE NOTED.
FURTHER DETAILS ARE INCLUDED IN THE CDM DESIGN RISK
MANAGEMENT REGISTER

ALL DIMENSIONS IN METRES AND ALL LEVELS IN METRES AOD,
UNLESS NOTED OTHERWISE.

WALL NEXT TO BRIDGE WILL REQUIRE REPOINTING FOLLOWING
VEGETATION CLEARANCE AND NEW WALL TIE IN.

FOR NEW SURFACE AMENDMENTS DETAILS.

CONTEXTUAL REFERENCE ONLY AND DO NOT REPRESENT DESIGN
FLOOD LEVELS OR CONSTRUCTION LIMITS.

LEGEND:
FLOOD DEFENCE WALL ALIGNMENT

FINISHED GROUND PROFILE (FGL)
GROUND RAISING TO MEET NEW SURFACE LEVEL

COPING
CLADDING
PILE

}ENGINEERED RIVERBANK

EXISTING GROUND PROFILE (EGL)
EXISTING EMBANKMENT EXTENT
EXISTING RAINWATER PIPES
PROPOSED SURFACE WATER DRAINAGE NETWORK

CONTRACTION JOINT

EXISTING SERVICES LEGEND (FROM RECORD):
SEWER - COMBINED (NEWLY BUILT RISING MAIN)
SEWER - COMBINED
SEWER - COMBINED (RISING MAIN)
SEWER - SURFACE WATER (DCWW)
SEWER - SURFACE WATER (CCC)
WATER MAIN - POTABLE

CONSTRUCTION:

B.3 POTENTIAL FOR ARCHAEOLOGICAL FINDS

B.6 POOR GROUND CONDITIONS

E.2 RESTRICTED ACCESS AND WORKING AREAS FOR
CONSTRUCTION TRAFFIC

E.25 RISK OF FLOODING

E.27 LISTED STRUCTURE(S)

F.6 SAC/SSSI SITES OF NATIONAL AND INTERNATIONAL
SIGNIFICANCE - REFER TO SUPPORTING ENVIRONMENTAL

LITERATURE

GAS MAIN -
GAS MAIN -
ELECTRIC -
ELECTRIC -
ELECTRIC -
ELECTRIC -
ELECTRIC -

INTERMEDIATE PRESSURE
LOW PRESSURE
UNSPECIFIED

HIGH VOLTAGE

LOW VOLTAGE

LOW VOLTAGE (OVERHEAD)
STREET LIGHTING

MAINTENANCE, CLEANING AND OPERATION:

N/A

PLAN
SCALE 1:50

DECOMMISSIONING OR DEMOLITION:

RISKS ARE LIKELY TO BE SIMILAR TO THE CONSTRUCTION STAGE
BUT SHOULD BE RECONSIDERED IN ADVANCE OF
DECOMMISSIONING, DEMOLITION, FUTURE REFURBISHMENT OR

REPLACEMENT.

EXISTING SERVICES LEGEND (GPR):
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FOUL DRAINAGE FROM RECORDS
SURFACE DRAINAGE

SURFACE DRAINAGE FROM RECORDS
WATER FROM RECORDS

UNKNOWN ROUTE

UNKNOWN ROUTE LOCATED BY GPR
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CONTRACTOR DESIGN.

COPING STONE. REFER TO DRAWING
4021883-BUK-ZZ-00-DR-C-75300
FOR DETAILS.

FLOODGATE FRAME —
(HINGE SIDE, FIXING DETAILS).
FOR SUPPLIER DESIGN.
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