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	Notice of request for more information

	Environmental Permitting (England and Wales) Regulations 2016


Notice requiring further information
To: Mrs Gail Jenkins
Roger Parry and Partners
1 Great Oak Street

Llanidloes

Powys

SY18 6EQ

Application number: PAN-010284
Natural Resources Wales, in exercise of its powers under paragraph 4 of Part 1 of Schedule 5 of the above Regulations, requires you to provide the information detailed in the attached schedule. The information is required in order to determine your application for a permit, dated 11th May 2020.  The information requested should be sent to the following address by 16th September 2020.
Information should be sent to: 

Llinos.Owen@naturalresourceswales.gov.uk
	Name
	Date

	Llinos Owen

	26th August 2020


Authorised on behalf of Natural Resources Wales
Schedule
1. With regards to your submitted drainage plan and installation plan, what is the difference between the two (above ground) tanks shown?
2. Please clarify how both the existing and new poultry houses will meet BAT, in particluar BAT 31:
BAT 31.   In order to reduce ammonia emissions to air from each house for laying hens, broiler breeders or pullets, BAT is to use one or a combination of the techniques given below.

	 
	Technique (37) 
	Applicability

	a
	Manure removal by belts (in case of enriched or unenriched cage systems) with at least:

—

one removal per week with air drying; or

—

two removals per week without air drying.


	Enriched cage systems are not applicable to pullets and broiler breeders.

Unenriched cage systems are not applicable to laying hens.

	b
	In case of non-cage systems:
	 

	 
	0.

Forced ventilation system and infrequent manure removal (in case of deep litter with a manure pit) only if used in combination with an additional mitigation measure, e.g.:

—

achieving a high dry matter content of the manure;

—

an air cleaning system.


	Not applicable to new plants, unless combined with an air cleaning system.

	
	1.

Manure belt or scraper (in case of deep litter with a manure pit).


	Applicability to existing plants may be limited by the requirement for a complete revision of the housing system.

	
	2.

Forced air drying of manure via tubes (in case of deep litter with a manure pit)


	The technique can be applied only to plants with sufficient space underneath the slats.

	
	3.

Forced air drying of manure using perforated floor (in case of deep litter with a manure pit).


	Due to high implementation costs, applicability to existing plants may be limited.

	
	4.

Manure belts (in case of aviary).


	Applicability to existing plants depends on the width of the shed.


	
	5.

Forced drying of litter using indoor air (in case of solid floor with deep litter).


	Generally applicable.

	c
	Use of an air cleaning system, such as:

1.

Wet acid scrubber;

2.

Two-stage or three-stage air cleaning system;

3.

Bioscrubber (or biotrickling filter).


	May not be generally applicable due to the high implementation cost.

Applicable to existing plants only where a centralised ventilation system is used.


Ffôn/Tel

0300 065 3741
Ebost/Email
Llinos.Owen@cyfoethnaturiolcymru.gov.uk 


Llinos.Owen@naturalresourceswales.gov.uk 
Gwasanaeth Trwyddedu Cymru, Cyfoeth Naturiol Cymru, Tŷ Cambria, 29 Heol Casnewydd, Caerdydd. CF24 0TP

Wales Permitting Service, Natural Resources Wales, Cambria House, 29 Newport Road, Cardiff. CF24 0TP

Gwefan/Website
www.cyfoethnaturiolcymru.gov.uk 
Croesewir gohebiaeth yn y Gymraeg a'r Saesneg

www.naturalresourceswales.gov.uk 
Correspondence welcomed in Welsh and English
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