Risk Assessment

WORK ACTIVITY ASSESSED:
CAT Converter 

DATE: 08.02.17
ASSESSED BY:  M B Thomas Consultancy Ltd / A Boycott
LOCATION:  ​De-pollution Bay
IDENTIFY WHO MAY BE HARMED (tick as appropriate):

	Person(s)
	Yes
	No
	Person(s)
	Yes
	No

	Employees
	(
	
	Subcontractors
	(
	

	Official visitors
	(
	
	General public
	(
	


NUMBER OF PERSONS AT RISK: 

RISK RATING CALCULATOR:

	Probability of an occurrence should be assessed on a scale of 1 - 4 as follows:

	1
	Unlikely. If control measures do not break down. 

	2
	Possible. If the control measures depend on an individual using/adjusting them. 

	3
	Probable. Exposure to the hazard is continuous 

	4
	Certain/Imminent. Exposure to the hazard is continuous and uncontrolled

	Severity of occurrence should be assessed on a scale of 1 - 4 as follows:

	1
	Only damage likely to occur treatable by minor first aid

	2
	Can cause illness or injury but not to a serious degree

	3
	Danger of causing serious illness or severe injury

	4
	Imminent danger exists, causing fatality or major illness

	Calculation of risk: Probability (P) x Severity (S) = Risk rating

(1 to 3 = Low Risk / 4 to 8 = Moderate Risk / 9 to 16 = High Risk)


	HAZARDS (without any existing control measures)
	Risk Rating
	
	

	
	P
	S
	1-3
	4-8
	9-16

	Trapping may occur if used incorrectly
	3
	4
	
	
	12

	No member of the public allowed in this area during operation
	3
	4
	
	
	12

	Exposure to harmful dust.
	3
	4
	
	
	12

	Lack of Training  on Equipment
	3
	4
	
	
	12

	Manual Handling of Barrels 
	3
	4
	
	
	12

	Ensure equipment is maintained in line with                               manufactures guidelines
	2
	4
	
	8
	

	
	
	
	
	
	

	

	
	
	
	
	


CONTROL MEASURES TO BE ADOPTED:
	HAZARDS (with control measures in place)
	Risk Rating
	
	

	
	P
	S
	1-3
	4-8
	9-16

	Ensure all operators receive the correct training before use of equipment.
	1
	4
	
	4
	

	Implement a Safe working procedure (SWP)
	1
	4
	
	4
	

	Ensure all equipment is safe to use
	1
	4
	
	4
	

	Ensure PPE is worn for this task, gloves, dust mask, safety footwear.
	1
	4
	
	4
	

	Ensure Manual handling training is up to date.
	1
	4
	
	4
	

	Use the correct manual Handling aids to move barrels
	1
	3
	3
	
	

	Ensure equipment is maintained in line with manufactures guidelines 
	1
	3
	3
	
	

	
	
	
	
	
	


Any activities given a hazard ranking of between 9 and 16 should cease immediately until control measures can be put in place to reduce risk.

ARE FURTHER CONTROL MEASURES NEEDED?
YES
(
NO
Always consider new control measures in the following order of precedence: -

Elimination - Substitution - Isolation - Engineering - Personal Protective Equipment
Please refer to the company Risk Assessment Manual for further guidance.

IF YES PLEASE STATE REQUIRED CONTROL MEASURES:
 Ensure equipment is fixed and unable to move from it position.
INFORMATION, INSTRUCTION SUPERVISION AND TRAINING:

	 Ensure all operators are trained in the use of this equipment by a competent person



PERSONAL PROTECTIVE EQUIPMENT (tick as appropriate):
	Safety helmet
	
	Safety boots 
	(
	Other (please specify below)
	

	Hi-vis garment
	(
	Gloves
	(
	
	

	Goggles/visor
	(
	Overalls
	(
	
	

	Ear defenders
	(
	Dust masks
	(
	
	


	SIGNATURE:                                             
	

	POSITION:                                                                      
	

	DATE FOR REVIEW:
	


	SIGNATURE:                              
	

	POSITION:                                                                  
	

	DATE FOR REVIEW:
	


